CONSTRUCTION DETAILS
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NOTE ¢

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

PEPCO POLE

. # B0554P6-4195
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Imstall 10’ Breckawcey Pedestal Pole, pedestrian signal heads,

pushbuttons with sign (slgn to read "PUSH BUTTON TG CROSS NEW HAMPSHIRE AVE".

(NOTE: | - 3", 90° polyvinyl chioride (schedule 80) bend)

. Install Handhole.

. Instali microloop probe set with 500’ lead-In cable,

. Imstall I' electrical conduit - galvanized sleeve.
. Install 12" white thermoplastic pavement markings (crosswalk),

. Install 24" white thermoplastic pavement markings (stop lIne)
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GAS MAIN
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STORM DRAIN

WATER MAIN
SEWER MAIN
ELECTRIC CABLES
AERIAL CABLES

TELEPHONE CABLES

L. ExIsting Hondhole

.install 8" x 30'|loop deTector encased In 1/4" flexible ftubing gquadrupole type (3-6-3).
. AdJust handhole to grade.

.Instcll 3 In. schedule 80, rigld polyvinyl chiorlde electrical condult (trenched).

. Install 1" liquid tight fiexIlble non-metaillc electrical condult (detector wire sleevel.
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M. Existing Signal pole cnd pole mounted controller box. Remove existing
pedestrian signal head, push button and sign, located on signal pole.
Plug Holes on Pole.
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[1] CONSTRUCTION DETAILS (CONT.)

N. Relocate existing pedestal pole, pedestrlian signal head, push button and sign.
(NOTE: Instali | - 3*, 90° polyvinyl chloride (Schedule 80)bend In concrete foundation).

Remove Existing Handhole

0
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Q. ExisTing Condult.

R. Existing Mast Arm Signal Pole
S. Abandon Existing 6" x &"l.oop Detectors.
.
U
v

. Video Detection Zone.

. Cap and Abandon Existing Conduit.

. Install Video Detection Camera.

. Install Handhole on Existing Conduit.

GENERAL NOTES

THE CONTRACTOR SHALL VERIFY ALL UNDERGRGOUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT.
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[F ANY UTILITIY

CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE

PROJECT

ENGINEER.
USE ALL EXISTING HANDBOXES AND CONDUIT AS REQUIRED.

RELOCATIDN OF THE EXISTING PEDESTAL POLE PAY ITEM SHALL
INCLUDE THE RELOCATION OF THE EXISTING PEDESTRIAN SIGNAL

HEADS, PUSH BUTTON AND SIGN.
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